
SSH SERIES —   Technical Outline 

KEY STANDARD FEATURE 

Solstice Supreme high efficiency  technology 

Energy $$ savings—Lower gas usage 

Lower flue temperatures 

Gas company rebate $$ program eligible 

High frying production capacity 

Lower maintenance and repair cost 

SCB Self Cleaning Burner (patent pending) 

No complex power blower 

No fragile ceramics to break 

Common parts and front accessible 

Simple, safe, flexible controls 

Matchless ignition for simple easy lighting 

DVI Drain Valve Interlock for safe operation 

Solid State thermostat w/melt and boil out modes 

Flexible options: Add digital or computer         
controls, or basket lifts at factory or in the field. Space-saving design 

3” swivel downspout 

Add a Solo Filter in the field 

Easy two-step filtration 

Fast 8 gpm (gallons per minute) pump 

Built-in pickup strainer prevents clogs 

Mix and match any SSH fryer and BNB 

Up to six units in a battery 

Filter drawer in any location, default is left 

All fryer drains at the same height 

Filter pan on easy tow casters 

Optional: Paperless filter, flush hose, crumb 
basket, heater 

Standard  

Specifications 

SSH55 SSH55T     
(*per side) 

SSH60 SSH60R SSH60W SSH60WR SSH75 SSH75R SSH55R SSH55TR     
(*per side) 

BTU / Hr 80,000 40,000* 80,000 100,000 100,000 125,000 105,000 125,000 100,000 50,000* 

Oil Capacity (lbs) 40-50 20-25* 50-60 50-60 50-60 50-60 75 75 40-50 20-25* 

Frying Area 14 x 14” 7 x 14”* 14 x 18” 14 x 18” 18 x 14” 18 x 14” 18 x 18” 18 x 18” 14 x 14” 7 x 14”* 

Frying Depth 3-1/4—5” 3-1/4—5” 3-1/4—5” 3-1/4—5” 3-1/4—5” 3-1/4—5” 3-1/4—5” 3-1/4—5” 3-1/4—5” 3-1/4—5” 

Model Width 15—5/8” 15—5/8” 15—5/8” 15—5/8” 19—5/8” 19—5/8” 19—5/8” 19—5/8” 15—5/8” 15—5/8” 

Model Height 46—1/8” 46—1/8” 46—1/8” 46—1/8” 46—1/8” 46—1/8” 46—1/8” 46—1/8” 46—1/8” 46—1/8” 

Model Depth 34—15/32” 34—15/32” 34—15/32” 34—15/32” 34—15/32” 34—15/32” 34—15/32” 34—15/32” 34—15/32” 34—15/32” 
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